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What Is Claimed Is: 

1 . A method of emailing comprising: 

creating a network ID for an email originator and each email recipient; 

assigning a sub-network ID that uniquely identifies each email recipient; 

creating, using said network ID and said sub-network IDs, an email network for 
said email originator and said email recipients; and 

providing server-side executables for allowing said email network to access the 
Internet such that an email recipient can access the Internet directly from within an email and for 
refreshing information in said email after said email is sent from said email originator. 

2. The method of emailing of claim 1, further comprising refreshing said email after 
being sent from one of said email recipients. 

3. The method of emailing of claim 2, wherein said refreshing occurs each time the 
email is opened. 

4. The method of emailing of claim 2, wherein said refreshing occurs when said 
email is refreshed. 
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1 5. An email server architecture for sending and receiving email that are updateable 

2 after being sent comprising: 

3 an email application interface (API) that is adapted to interface with a server side 

4 executed email application in order to enable the email application to function within a 

5 predetermined network; 

6 a network email engine, in communication with said email API, for creating, 
Q maintaining and tracking a plurality of network IDs and sub-network IDs; and 

2$ an email delivery engine for originating requests for new email networks and for 

formatting emails for use with an Internet based email system, said email delivery system 

sip 

JO adapted for being in communication with said server side executed email application; 
|£l said email API further adapted to communicate with said server side executed 

"ife email application order to send or receive real-time information to a previously sent email within 

rfe said predetermined network having a particular network ID and sub-network ID via said email 

14 delivery engine in order to update information in said previously sent email. 

1 6. The email server architecture of claim 5, wherein a sent or received updateable 

2 email passes through said email delivery engine in order to make said sent or received 

3 updateable email compatible with substantially most internet based email systems. 



DALLAS2 868124v2 59389-00004 



11 



Patent Application 
ServZone.com, Inc. 
59389-00004USPT 



1 7. The email server architecture of claim 5, wherein said email delivery engine 

2 makes said sent or received updateable email compatible with substantially all internet based 

3 email systems. 

1 8. The email server architecture of claim 5, further comprising: 

2 a component data base, in communication with said network email engine, for 

3 storing shared objects for use by said email API such that each time said server side executed 
3 email application is executed, information collected from said executed application is written to 
J} said component data base for usage in updating said previously sent email 

! i 9 . An email system comprising : 

jy> means for sending an email from an origination to a destination, said email 

comprising a network ID, a sub-network ID and refreshable data; and 

means for refreshing said refreshable data after said email is sent. 

1 10. The email system of claim 9, wherein said means for sending an email comprises: 

2 a server side executed application accessed from email; 

3 a delivery engine, in communication with said server side executed application, 

4 for delivering said email and for delivering said refreshable data. 

1 11. The email system of claim 9, wherein said email is sent to a plurality of 

2 destinations, each said plurality of destinations having a different sub-network ID. 
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1 12. The email delivery system of claim 11, wherein said means for sending an email 

2 creates a network among said plurality of destinations and said origination. 

1 13. A method of sending an updateable email comprising: 

2 Sending email from an origination to a destination, each said email comprising a 

3 network ID, a different sub-network ID and refreshable data; and 

4 Refreshing said refreshable data after said email is sent. 
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